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1. Introduction

Congratulations on your choice of a PPD55 Power Post 
Driver. The PPD55 Post Driver has been engineered 
for small size, light-weight, and simple operation. When 
compared with competitive products, the PPD55 Power 
Post Driver is energy-saving, environmentally friendly, 
and convenient to operate. When properly maintained, 
the PPD55 Power Post Driver will provide a long and 
trouble-free service life. 

For your safety, please read the manual carefully 
before using the machine, otherwise physical injury 
or mechanical damage may occur. TAKE SAFETY 
SERIOUSLY. 

Your safety, and the safety of others, is very important. 
The proper and safe use of your post driver is an 
important responsibility and should be taken seriously. 
This owner's manual contains important safety 
information. Please read it carefully. Use this manual 
for frequent reference and to pass on to new operators 
or owners. 

The information, specifications, and illustrations in this 
manual are based on the information that was available 
at the time this material was published. We reserve 
the right to change specifications or design at any time 
without notice. 

No part of this publication may be reproduced without 
written permission from Direct Distributors, Inc. 

To help you make informed decisions about safety, 
you will find important safety information in a variety of 
forms, including: 

• Safety labels on the power post driver. 

• The Safety section in this manual. 

• Safety headings such as Operating Safety in this 
manual. 

• Instructions concerning the correct and safe use of 
this post driver. 

• Safety Messages preceded by a safety alert 
symbol and one of two signal words, WARNING, or 
CAUTION. 
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&WARNING 

fniiinh Read And Understand Manual 
� To prevent personal injury or even death, be 

sure you read and understand all of the 
instructions in this manual and other related OEM 
equipment manuals! The Power Post Driver, if not 
used and maintained properly, can be dangerous to 
users unfamiliar with its operation. Do not allow 
operating, maintaining, adjusting, or cleaning of this 
equipment until the user has read this manual and 
has developed a thorough understanding of the 
safety precautions and functions of the unit. 

This Power Post Driver is designed for the specific 
purpose of driving fence posts, ground rods, form 
pins, and other like items into the ground. DO NOT 
modify or use this equipment for any application 
other than that for which it was designed. 

Post Drivers maintained or operated improperly or 
by untrained personnel can be dangerous; exposing 
the user and/or bystanders to possible serious 
injury or death. 

� 
Think SAFETY! 

Work SAFELY! 

1 .1 Unanswered Questions 

If you have any questions not answered in this manual, 
require additional copies, or the manual is damaged, 
please contact: 

Direct Distributors, Inc. 
P.O. Box 799 
Garner, NC 27529 

Phone: (877) 564-8669 
Web: www.agrisupply.com 
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2. Safety

2.1 General 

Safety of the operator and bystanders is one of the 
main concerns in designing and developing a new 
piece of equipment. Designers and manufacturers 
build in as many safety features as possible. However, 
every year many accidents occur which could have 
been avoided by a few seconds of thought and a more 
careful approach to handling the equipment. 

Most work-related accidents are caused by failure to 
observe basic safety rules or precautions. An accident 
can often be avoided by recognizing potentially 
hazardous situations before an accident occurs. As 
you assemble, operate, or maintain the power post 
driver (unit), you must be alert to potential hazards. 
You should also have the necessary training, skills, 
and tools to perform any assembly or maintenance 
procedures. 

Improper operation and maintenance of this unit could 
result in a dangerous situation that could cause injury 
or death. 

&WARNING 
fu Do not assemble, operate, or maintain the 
� unit until you read and understand the 

information contained in this manual. 

A 
Safety precautions and warnings are provided 

LU in this manual and on the unit. If these hazard • 
warnings are not heeded, bodily injury or 

death could occur to you or to other persons. 

Direct Distributors, Inc. cannot anticipate every 
possible circumstance that might involve a potential 
hazard. The warnings in this manual and on the 
unit are, therefore, not all-inclusive. If a method of 
assembly, operation, or maintenance not specifically 
recommended by us is used, you must satisfy yourself 
that it is safe for you and for others. You should also 
ensure that the unit will not be damaged or be made 
unsafe by the methods that you choose. 
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2.2 Safety Alert Symbols 

This is the safety alert symbol (triangle) and 
will be accompanied with a descriptive 
pictorial. It is used to alert you to potential 
personal injury hazards. Obey all safety 
messages that follow this symbol to avoid 

possible injury or death. 

This manual contains WARNINGS, SAFETY 
INSTRUCTIONS, CAUTIONS, IMPORTANT NOTICES, 
and NOTES which must be followed to prevent 
the possibility of improper service, damage to the 
equipment, personal injury, or death. The following key 
words call the readers' attention to potential hazards. 

Hazards are identified by the "Safety Alert Symbol" 
and followed by a signal word such as "WARNING" or 
"CAUTION". 

&WARNING 
Indicates a potentially hazardous situation which, if 
not avoided, could result in death or serious injury. 

A.CAUTION 
Indicates a potentially hazardous situation which, if 
not avoided, may result in minor or moderate injury. 

NOTICE 

Indicates that equipment or property damage can result 

if instructions are not followed. 

SAFETY 

INSTRUCTIONS 

Safety instructions (or equivalent) signs indicate 

specific safety-related instructions or procedures. 

Note: Contains additional information important to a 
procedure. 
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2.3 Safety Icon Nomenclature 

Pictorial icons signal a type of hazard and warn of 
personal protection issues, prohibited actions, and
hazard avoidance. 

2.3.1 Personal Protection/Important Information 

@) Read the manual 

® Damaged hazard label 

(9) Eye protection 

@ Fire extinguisher 

(!) First aid kit 

� Hand protection 

e Hearing protection 

� Protective shoes 

@ Stop engine 

� Think safety 
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2.3.2 Prohibited Actions 

@ Do not alter or modify 

@Do not weld 

� No alcohol 

� No drugs 

@No smoking 

@ No young children 

2.3.3 Hazard Avoidance 

8, Defective or broken part 

& Fire hazard 

£ Hot surface hazard 

A Dangerous fumes hazard 

� Ventilation hazard 

£ Digging hazard 

& Safety alert symbol 

� Safety shields 
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2.4 Operating Safety 

&WARNING 
Failure to comply with the following safety 
instructions could result in serious injury and 
possibly even death if they are not understood and 
followed. 

� StayClear 
W Clear the area of people, especially small 

children, before using the post driver. Under 
no circumstances should young children be allowed 
to work with or around the post driver. 

iEl!\r<i!\ Impaired User Hazard 
,, Do not attempt to assemble, operate, or 

maintain this post driver under the 
influence of drugs or alcohol. Consult your doctor 
before using this postdriverwhile taking prescription 
medications. 

� Or\ No Unauthorized Modifications 
� � Do not modify the post driver or safety 

devices. Do not weld on the unit. 
Unauthorized modifications may impair its function 
and safety. Personal injury or death can result from 
unauthorized modifications. 

If the post driver has been altered in any way from 
the original design, the manufacturer does not 
accept any liability for injury or warranty. 

/\ Damaged Parts Hazard 
� Do not use the post driver if any parts are 

damaged. If the post driver has a defect, 
immediately stop using it and remedy the problem 
before continuing. 

/\ Safety Shields 
/irl Some illustrations in this manual may show 

the equipment with safety shields removed 
to provide a better view. This equipment should 
never be operated with any necessary safety 
shielding removed. 

/j. � Fire Hazard 
Lm Id) Gasoline is HIGHLY FLAMMABLE 

and EXPLOSIVE. You can be burned 
or seriously injured when handling fuel. Do not 
smoke while handling fuel or using the post driver. 
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&WARNING 

A /\ Exhaust Fumes Hazard 
/::a IJJ8. The exhaust from the engine 

contains poisonous carbon 
monoxide gas that can build up to dangerous levels 
in enclosed areas. Breathing carbon monoxide can 
cause unconsciousness and death. Never run the 
engine in an enclosed or partially enclosed area. 

The engine exhaust from this product contains 
chemicals known to the State of California to cause 
cancer, birth defects, or other reproductive harm. 

fi Underground Utility Hazard 
/&, Driving a post into an underground utility can 

be EXTREMELY DANGEROUS, exposing the 
operator and those around to potentially life 
threatening danger. Damage to surrounding 
property can also occur as a result of a post being 
driven into an underground utility. Be absolutely 
certain that you are aware of all underground utilities 
in the area in which you intend to drive posts. 

Call 811 and ensure that a certified locating service 
has identified all underground utilities prior to 
beginning your project. Failure to do so can be 
catastrophic. Underground utilities include but are 
not limited to: 
Electric, Gas, Telephone, Water, Sewer, Cable TV, 
Lawn Sprinklers, etc. 

/\ Improper Engine Maintenance 
� Hazard 

Improperly maintaining the engine on this 
power tool, or failure to correct a problem before 
operation, can cause a malfunction in which you 
can be seriously hurt or killed. Read and understand 
the engine owner's manual before using the engine. 
Perform a pre-operation inspection of the engine 
before each use and correct any problems found. 

/\ Improper Post Driver Maintenance 
/!!j. Hazard 

Improperly maintaining the driving 
mechanism on this power tool, or failure to correct a 
problem before operation, can cause a malfunction 
in which you can be seriously hurt or killed. Always 
perform a pre-operation inspection of the driving 
mechanism before each use and correct any 
problems found. 
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A.CAUTION 

The following safety instructions are provided to 
help prevent potential injury. Not following these 
instructions may lead to injury. 

fr■-. � � �- Per�onal Protection 
'el� � '@) Equipment 

Do not operate this post 
driver unless the operator is wearing safety glasses, 
slip-resistant safety shoes, hearing protection, 
gloves, safety vest (when operating near roads) and 
any other safety equipment advised by, ANSI, 
NIOSH, OSHA, or any other safety regulatory agency, 
or the employer or the owner of this post driver. 

� Hearing Loss 
'@/ Prolonged Exposure To Loud 

Cause Permanent Hearing Loss! 
Hearing protection is required as the 
emits noise at 100 dB level. 

Noise May 

post driver 

Working environments with noise-producing 
equipment can cause partial to permanent hearing 
loss. We recommend using hearing protection any 
time noise levels exceed 80 decibels (dB). Noise 
levels over 85 dB 1 on a long-term basis, can cause 
severe hearing loss. Noise levels over 90 dB over a 
period of time can cause permanent and even total 
hearing loss. 

Bystanders should, at a minimum, wear hearing 
protection while in the presence of this gasoline tool 
during operation. 

Hearing loss from loud noise is cumulative over a 
lifetime without hope of natural recovery. 

The post driver emits noise at 100 dB, which may be 
disturbing to animals and livestock. Before using 
the post driver, ensure that any livestock are cleared 
from the area in order to prevent startled livestock 
from becoming a safety hazard. 

(R\ Unattended Operation Hazard 
� NEVER let the post driver run unattended. 

When it is not in use, shut it off and make 
sure that unauthorized persons do not use it. 

DO NOT put anything other than a post into the 
chuck on the driver. 
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SAFETY 

INSTRUCTIONS 

The following safety instructions are provided to 
help prevent injury or limit equipment damage. 

@'I Safety Signs 
V Replace any missing or hard-to-read safety 

signs or instructional labels. Use care when 
washing or cleaning the post driver. 

Replacement safety signs are available from an 
authorized dealer parts department or the factory. 

(iill:\ First Aid Kit 
'W Have a first aid kit available for use should 

the need arise and know how to use it. 

(1i\ Fire Extinguisher 
\J:!:) Have a fire extinguisher available for use 

should the need arise and know how to use it. 

NOTICE 

DO NOT operate your post driver unless it is on a post 

to be driven. Operation of the driver without it driving on 

a post could damage the unit. 

Direct Distributors, Inc. 
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2.5 White Finger Disease 

Prolonged use of a gasoline tool (or other machines) 
exposing the operator to vibrations may produce white 

finger disease (Raynaud's phenomenon) or carpal 
tunnel syndrome. These conditions reduce the hand's 
ability to feel and regulate temperature, produce 
numbness and burning sensations, and may cause 
nerve and circulation damage and tissue necrosis. 

Not all factors contributing to white finger disease 
are known, but cold weather, smoking, diseases or 
physical conditions that affect blood vessels and blood 
transport, as well as high vibration levels, and long 
periods of exposure to vibration are mentioned as 
factors in the development of white finger disease. 

In order to reduce the risk of white finger disease and 
carpal tunnel syndrome, please note the following: 

Wear gloves and keep your hands warm. 

Ensure the post driver has no loose components. 
Loose components lead to higher vibration 
levels. 

Maintain a firm grip at all times, but do not 
squeeze the handles with constant, excessive 
pressure. 

Take frequent breaks. 

All of the mentioned precautions do not guarantee 
that you will not sustain white finger disease or carpal 
tunnel syndrome. Therefore, continual and regular 
users should closely monitor the condition of their 
hands and fingers. If any of the above symptoms 
appear, seek medical advice immediately. 
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2.6 Warning Labels 

If your post driver's warning label is marred or 
destroyed, replace it immediately. 

Replacement safety signs are available from an 
authorized dealer parts department or the factory. 

2.7 End of Life Cycle 

The PPD55 Post Driver is designed to drive fence 
posts, ground rods, form pins, and other like items 
into the ground. When the unit is no longer capable 
of performing its designed function, destruction of the 
unit should to be conducted according to international 
and local environmental regulations. Do not use any 
materials or components from the unit for any other 
purpose. 

The gas powered post driver contains: 

Fuel 

Oil 

Grease 

Plastic, steel, and aluminum components 
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3. Nomenclature 

Item Description 

1 Combination Switch 

2 Stop Switch 

3 Starter 

4 Regulating Switch 

5 Throttle Switch 

6 Hammer Case 

7 Hammer Socket 

8 Post Socket 

9 Support Plate 

10 Grip 

11 Damping Spring 
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Item 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

10 

Description 

Positioning Sleeve 

Handle 

Spark Plug 

Choke Lever 

Air Filter 

Fuel Tank Cap 

Fuel Tank 

Primer Bulb 

Gearbox Cover 

Throttle Cable 
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4. Operation

4.1 Preparation Before Use 

1. Install the post socket as shown. 

2. Pull out the shock. 

PULL OUT SHOCK 

3. Install the post socket and tighten. 

Direct Distributors, Inc. 
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4. Insert the inner post head into the post socket. 
Make sure the flange faces in the direction shown. 

5. Firmly seat the inner post head. 

4.2 Fuel 

Always use fresh, regular unleaded gasoline and 
air-cooled, two-stroke engine oil. 

Mix the gasoline and oil at a ratio of 50:1. 

NOTICE 

Do not use unmixed gasoline (without two-stroke engine 
oil) as fuel. Serious engine damage will result. Damage 
caused by the use of improper fuel is not covered under 
any warranty. 

Add fuel in a well-ventilated area. 

Do not overfill the fuel tank. Fill only to the bottom 
of the filler neck. If fuel overflows, pour out an 
appropriate amount of fuel, and re-fill to the proper 
level. Wipe any spilled fuel off the surface of the post 
driver. Do not start the engine until any spilled fuel 
evaporates completely. 

After refueling, tighten the fuel filler cap. 
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4.3 Starting 

1. Before starting the unit, fill the fuel tank with the 
proper gas/oil mix. Press the transparent primer 
bulb repeatedly until the carburetor is filled with fuel. 

CHOKE 

STARTER 

HANDLE 

PRIMER 

BULB 

2. If the engine is cold, move the choke lever to the 
"CHOKE" position. 

3. Set the machine in an upright position for starting. 

4. Move the stop switch to the run position. 

5. Hold the upper part of the handle tightly with one hand. 
With the other, quickly pull the starting handle out at 
least 20 in. (50 cm). Do not let the starting handle 
retract freely after pulling, but hold it while retracting to 
avoid damage resulting from quick retraction. 

6. After the engine starts, gradually move the choke 
lever to the "RUN" position. 

7. Allow the engine to warm up at a low speed for five 
minutes before starting work. 

8. When the gasoline engine is warmed up, open the 
throttle to the appropriate position for the driving 
force required. 

Note: Operate the new gasoline post driver at low or 
medium speed for the first 24 hours of operation in 
order to extend the service life. Avoid full throttle 
operation until the engine is fully broken-in. 

9. Under normal operating conditions, run the gasoline 
engine at low or medium speed. 

10. Do not run the engine at high speed when not 
driving a post. 
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4.4 General Operating Procedure 

1. Follow all relevant maintenance procedures and 
observe the maintenance intervals to guarantee that 
the post driver is in good condition. 

2. Follow the instructions in this manual concerning 
proper use and operation. 

3. The operator must wear personal protection 
equipment including slip-resistant safety shoes, 
suitable clothing, eye protection, gloves, and ear 
protection. 

4. Before each use, make sure that all hardware 
is properly installed and tightened. 

5. Before using the post driver, make sure the high
voltage cap is securely in place on the spark plug. 
Make sure the muffler is secure and undamaged. 
If damaged, replace it before using the post driver. 

6. Keep the handles dry, clean, and free of grease, oil, 
or fuel. 

7. Unmixed gasoline (without two-stroke engine oil) 
must not be used as fuel. Mix gasoline and oil in the 
proper ratio as specified in "4.2 Fuel" on page 11. 

8. Do not overfill the fuel tank. Fill the fuel tank only to 
the bottom of the filler neck. If fuel overfows, pour 
out an appropriate amount of fuel, and re-fill to the 
proper level. Wipe any spilled fuel off the surface 
of the post driver. Do not start the engine until any 
spilled fuel evaporates completely. 

9. After refueling, tighten the fuel cap. If fuel 
spillage occurs during use, stop the engine 
immediately. Do not use the post driver until the 
problem is found and corrected. 

10. If the post driver is used in confined areas such as 
tunnels, trenches, and deep ditches, make sure to 
provide normal air circulation to avoid exhaust gas 
poisoning and suffocation. 

11. In adverse weather conditions such as 
thunderstorms, heavy fog, and strong wind, stop 
operation of the post driver. 

12. Never put anything other than a post into the post 
socket on the driver. 

13. While operating the post driver, give your full 
attention to the operation of the unit. Do not allow 
any distractions. 
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14. While operating the machine, keep your body 
well balanced and operate the machine vertically. 
Stand in front of the air filter and operate the 
machine from the front, as shown. 

Operate the machlne vertically. 

15. Operate the post driver with both hands and in a 
vertical position, as shown. 

Correct operating position. 

Direct Distributors, Inc. 
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16. Do not hold the post driver by the upper handle 
while operating it. 

Do not hold by the upper handle. 

17. Do not operate the post driver with one hand. 

Do not operate the post driver with one hand 
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18. Do not operate the post driver in a horizontal 
direction. 

Do not operate the post driver horizontally. 

19. Shut the post driver off before moving it. 

20. Do not allow bystanders in the operation area, in 
order to prevent injuries. 

21. The contact surface of post driver and post must be 
smooth and flat, and the diameter of the post must 
be within the size limit of the post driver socket 
being used. To change the post socket, refer to 
"4.6 Replacing the Post Socket" on page 16. 

22. Operate the post driver at a medium speed. 

23. Avoid quick acceleration or deceleration so as not 
to damage the machine. 

24. When the post driver is in use, the muffler outlet 
must not face the operator or bystanders. The high 
temperature exhaust gas can cause injury. 

Do not operate facing the muffler exhaust. 
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Do not operate facing the muffler exhaust. 

Do not operate with muffler exhaust facing the hand. 

A.CAUTION 

_f,.. Burn Hazard 
fiEl The muffler and cylinder of the engine become 

extremely hot during operation. To avoid 
burns, do not touch these components. 
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25. Hold the post driver only by the handles during 
operation. The engine, muffler, and working 
parts become hot enough to cause burns. Cease 
operation and allow time for the post driver to cool 
before touching these components. 

Do not touch the hot muffler. 

Do not touch the engine cylinder. 

Direct Distributors, Inc. 
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Do not touch the post driver socket. 

Do not touch the hammer case. 
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Do not touch the reduction gearbox. 

26. If operation is interrupted for any reason, turn off 
the engine. 

27. Gasoline is highly fiammable. Turn off the engine 
while refuelling, and refuel in a well-ventilated 
environment. 

28. Store fuel only in approved containers and away 
from all sources of sparks or open fiame. 

29. Before transporting the post driver, empty the fuel 

tank to avoid spillage. 

30. Only qualified personnel should disassemble or 

perform maintenance on the post driver to avoid 
structural damage, shortened service life, or 
accidents. 

4.5 Turning Off the Machine 

1. Release the throttle handle and allow the engine to 
idle for three to five minutes. 

2. Move the stop switch to the stop position, as shown. 
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4.6 Replacing the Post Socket 

The post driver is supplied with two post sockets and 
corresponding inner post heads. 

The small post socket will fit posts up to 
2.12 in. (54 mm) diameter. 

The large post socket will fit posts from 
2.12 in. (54 mm) up to 2.68 in. (68 mm) diameter. 

1. Loosen the inner post head using the provided tool. 

2. Remove the inner post head. 

3. Unscrew the post socket. 

4. Install the desired post socket using the procedure 
in "4.1 Preparation Before Use" on page 11. Be 
sure to use the correct inner post head for the post 
socket being installed. 

Direct Distributors, Inc. 
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5. Maintenance

5.1 Air Filter 

Check the air filter weekly. Debris blocking the air filter 
element will reduce the power of the gasoline engine 

and shorten its service life. If needed, clean the air 

filter element with warm water and detergent containing 
a grease-cutting agent, and dry it with a dry cloth. 
Oil the element with engine oil, and squeeze out the 
excess. Replace the filter if it is damaged. Check the 
air filter more frequently when operating the post driver 
in dusty conditions. 

5.2 Fuel filter 

If the fuel filter is blocked, the post driver will have 
reduced speed and weaker impact energy. Check the 
fuel filter monthly. Clean it if any obstruction is found. 

1. Remove the fuel tank cap. 

2. Retrieve the fuel filter from the fuel tank using a wire 
hook. 
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3. Clean the fuel filter. Also check the fuel tank and 

remove any debris. 

5.3 Carburetor 

The fuel tank and carburetor generally contain residual 
fuel. Over time, the residual fuel will evaporate and 
leave deposits which block the fuel passages in the 

carburetor, preventing the engine from starting. 

If the machine will not be used for more than one week, 
drain the fuel tank completely. Pull off the fuel line and 
press the primer bulb repeatedly to expel the residual 

fuel from the carburetor. Replace the fuel line. 

5.4 Spark Plug 

1. To ensure proper operation of the engine, set the 

spark plug gap to .020-.025 in. (0.5-0.7 mm) before 
installation. 

2. Check the spark plug monthly for accumulation 
of carbon deposits. If the plug is fouled, clean the 
electrode with a wire brush. Also check the air filter 
for blockage. 
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5.5 Muffler 

Check the muffler outlet monthly, and remove any 
accumulated carbon deposits. 

5.6 Engine Cooling 

The gasoline engine is air-cooled. If debris 
accumulates on the cylinder cooling fins, the engine 
may overheat and be damaged. 

Check for and remove debris monthly to ensure 
adequate airflow for cylinder cooling. 

5.7 Lubrication of Gearbox and Impact Parts 

Lubricate the gears and the connecting rod regularly. 

1. Remove the covers from the left and right gear 
boxes. 

2. Apply a generous amount of a quality white lithium 
grease, such as that provided with the post driver. 
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3. Replace the covers on the left and right gear boxes. 
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5.8 Troubleshooting 

PROBLEM 

Engine will not start when cold. 

Engine stops and will not restart. 

Engine runs with reduced power. 

Abnormal sound and/or vibration 

Machine runs, but work efficiency is very low. 

Direct Distributors, Inc. 
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CAUSE 

No fuel 

No spark 

Engine is flooded. 

Fuel filter is blocked. 

Out of fuel. 

Fuel filter is blocked. 

Spark plug is fouled. 

Spark plug cap has become detached from 
the spark plug 

Excessive carbon deposits in muffler. 

Fuel tank vent is blocked. 

Air filter is blocked. 

Choke is partially or fully closed. 

Excessive carbon deposits in combustion 
chamber 

Damage to moving parts. 

Rubber ring of impact piston is worn. 

19 

SOLUTION 

Fill fuel tank with gas/oil mix. Refer to •4_2 
Fuel" on page 11. 

Make sure the sprk plug cap is attached to the 
spark plug. 
Replace spark plug. 

Reduce the fuel supply. 

Clean the fuel filter. Refer to a5_2 Fuel filter" 
on page 17. 

Fill fuel tank with gas/oil mix. Refer to "4.2 
Fuel" on page 11. 

Clean fuel filter. Refer to "5.2 Fuel filter" on 
page 17. 

Remove carbon deposits from spark plug and 
clean air filter element 

Press the spark plug cap firmly onto the spark 
plug. 

Remove carbon deposits from muffler. 

Clean and remove obstruction from the fuel 
tank vent. 

Clean air filter element. Refer to �s.1 Air 
Filter" on page 17. 

Open choke 

Remove carbon deposits 

Replace damaged parts 

Replace rubber ring of impact piston. 
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5.9 Service Record 

The service interval recommended is based on normal 
operating conditions. Severe or unusual conditions 

may require more frequent service. 

Copy this page to continue record. 

� M 

y 

Before Each Use 

Make sure all fasteners are tightened. 

Make sure fuel tank cap is in place 

Check functioning of all controls. 

After Each Use 

Clean the entire machine 

After Fueling 

Make sure all fasteners are tightened. 

Make sure fuel tank cap is in place. 

Check functioning of all controls. 

Weekly 

Clean air filter. Referto M5.1 Air Filter"on page 17. 

Monthly 

Check fuel filter. Refer to "5.2 Fuel filter� on page 17. 

Check muffler for excessive carbon deposits. 

Check spark plug for carbon fouling. Refer to "5.4 Spark 
Plug" on page 17. 

Clean cylinder cooling fins & gearbox 

As Needed 

Clean air filter Refer to M5.1 Air Filter" on page 17. 

Tighten fuel tank cover 

Add grease to gearbox. Refer to "5.7 Lubrication of 
Gearbox and Impact Parts� on page 18 

Remove carbon deposits from muffler. 

Clean cylinder cooling fins. 

Replace spark plug 

Tighten all fasteners. 

PPD55 Power Post Driver 
© June 2017 

20 Direct Distributors, Inc. 
(877)-564-8669 



6. Specifications

6.1 Overall Post Driver Specifications 

Engine Type 

Displacement 

Model 

Overall Dimensions 

Weight 

Maximum Post 
Diameter 

Fuel 

Fuel Tank Capacity 

Max power and 
speed 

Max torque and 
speed 

Fuel consumption 

Impact frequency 

Impact energy 

Carburetor type 

Spark plug type• 

Spark plug gap 

Starting system 

Single cylinder, air cooled, 
2 stroke, cylinder bore x stroke: 

1.42 x 1.26 in. (36•32 mm) 

2.0 Cu. In. (32.6 cc) 

PPD55 

29.1 X 13.4 X 10.2 in. 
(740 x 340 x 260 mm.) 

29 Lb. (13 Kg.) 

2.68 In. (68 mm) 

Gasoline:two-stroke engine oil 
mix@50:1 

0.24 Gal. (0.9 L) 

1.2 HP (0.9KW) @ 9000 RPM 

1.06 Ft. Lb. (1.45N m)@5000 
RPM 

:50.13Gal./hr. (:50.50L/hr.) 

1700 - 2230 RPM 

22 - 33 Ft. Lb. (30 - 45 J) 

MZ10.7 

L6T 

0.020 - 0.025 in. (0.5 - 0.7 mm) 

Pull Start 

•Equivalent Spark Plugs: 

AC Delco ......... CS42S 
Bosch ........ .... .WS8F 
Champion ........ CJ8Y 
NGK ................ BPM6A 
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6.2 OEM Engine Manual 

For complete specifications and additional information 
concerning the engine, refer to the OEM engine 
manual that was provided with the post driver. 

Gasoline Engine 

Instruction Manual 

1E34F-2E 

1E36F-2E 
MODEL: 1E40F-2E 

1E43F-E 

1E44F-E 

If you have any questions or need additional 
information, please contact: 

Direct Distributors, Inc. 
PO. Box 799 
Garner, NC 27529 

Phone: (877) 564-8669 
Web: www.agrisupply.com 
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7. Parts List and Exploded View of Post Driver

Parts 
Name 

No. 

1 Gasoline Engine 

2 Clutch Plate 

3 Circlip for Hole A Type 40 

4 
Deep Groove Ball Bearing 

6203-2RZ 

5 Bevel Pinion 

6 Reduction Gearbox 

7 
Hexagon Socket Head Cap 

Screw M6x8 

8 Flat Gasket <D16X<D22X0.5 

9 Bevel Gear Wheel 

10 Flat Gasket 10 

11 Elastic Washer 10 

12 Hexagon Thin Nut M10 

13 Right Paper Pad 

14 Right Steel Cover 

15 
Hexagon Socket Head Cap 

Screw M5x14 

16 Elastic Washer 6 

17 
Hexagon Socket Head Cap 

Screw M6x20 

18 Impact Piston 

19 Impact Piston Pin 

20 Impact Piston O-ring 

21 HandleSoft Cover 

22 Handle 

23 Locating Sleeve 

24 
Hexagon Socket Head Cap 

Screw M6x35 

25 Damping Spring 

26 Guide Sleeve 

27 Combined Switch 
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Qty 
Parts 

No. 

1 28 

1 29 

2 30 

4 31 

1 32 

1 33 

3 34 

1 35 

1 36 

1 37 

1 38 

1 39 

1 40 

1 41 

12 42 

5 43 

4 44 

1 45 

1 46 

2 47 

1 48 

1 49 

2 50 

2 51 

4 

2 

1 

22 

Name Qty 

Support Plate 1 

Hammer Case 1 

Elastic Washer 8 10 

Hexagon Socket Head Cap 

Screw m8x30 
10 

Outer-Hexagonal Flange 

Self-Locking Nut M18x1.5 
2 

Handle Connecting Thread 

Joint 
2 

Handle Sleeve 1 

Handle Soft Sleeve 1 

Impact Crank 1 

Needle Bearing HK152316 1 

Impact Connecting Rod 1 

Retainer Ring 1 

Hexagon Socket Head Cap 

Screwm6x16 
1 

Right Paper Pad 1 

Right Steel Cover 1 

RamO-ring 1 

Ram 1 

Impact Cylinder 1 

Shock 1 

Shock O-ring 2 

Crash Pad 2 

Wave Washer<D39x46x0.5 6 

ShockGuide Sleeve 1 

Piling Socket 69 1 
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8. Parts List and Exploded View of Gasoline Engine

1 E36F-2E ENGINE PARTS PRICE LIST 

Part No. 

7 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 
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Name 

Screw Assembly M5X25 

Starter 

Starter Pad 

Starter Driving Plate 

Seaming 

Small Oil Seal 

Rear Half Crankcase 

Crankcase Seal Pad 

Bearing 6202/P6 

Crank Connected Rod 

Woodruff-Key 3X3X13 

PinB4X10 

Front Half Crankcase 

Screw Assembly M5X30 

Magneto Rotor 

Washers 

Washers 

NutM8 

Magneto Stator 

Stall Quad 

Screw Assembly M5x20 

WasherB 

Tension Spring 

Tensioning Block 

Wave Washer 

Screw Shaft 

Magneto Casing 

Small Needle Roller 

Piston Pin Baffle Ring 

Piston 

Piston Pin 

Piston Ring 

Part No. 

42 

43 

44 

45 

46 

47 

51 

52 

53 

54 

55 

57 

58 

59 

60 

61 

65 

66 

69 

70 

71 

72 

73 

78 

79 

86 

87 

88 

89 

91 

24 

Name 

Cylinder Gasket 

Cylinder Body 

Screw Assembly M5x18 

Cylinder CoverAssembly 

Screw Assembly M5x16 

Spark Plug 

Rubber Plug 

Upper Gland 

Silencer Pad 

Silencer 

Screw Assembly M5x12 

Screw Assembly M6x60-
12.9 

Intake Gasket 

Intake 

Carburetor Mat 

Carburetor 

Air Filter Inner Cover 

Screw Assembly M5x55 

Filter Element 

Air Filter Outer Cover 

Big Head Screw 

Fuel Tank Rack 

Rubber Sleeve 

Screw Assembly M5x16 

Fuel Tank 

Tank Cover Assembly 

Rubber Pad 

Heat Shield 

Screw Assembly M4X8 

Gas Guide Tube 
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9. Packing List

1. Post Driver . 

2. Inner Post Head, 053 . 

3. Inner Post Head, 067 

4. Post Socket, 055 

5. Post Socket, 069 

6. Assembly tool for Inner Post Head ... 

7. Oil Mixing Cup 

8. Grease for Gearbox, 2 oz. (60 g) 

9. Instruction Manual ........................... . 

10. Tool Kit (Includes spark plug, spark plug wrench, 4mm wrench, 5mm wrench, 6mm wrench, 
T-handle wrench, straight blade screwdriver, and 8-10mm wrench) 
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. ....... 1 

. ......... 1 

.......... 1 

....... 1 

...................... 1 

...... 1 

....................... 1 

...................... 1 

. .................. ... , 

............. 1 
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10. Warranty 

Direct Distributors, Inc. 

LIMITED WARRANTY 

Direct Distributors. Inc. warrants, only to the original Purchaser, this equipment will be free from defects in material 
and workmanship, under normal use and service, for one (1) year from the date of purchase providing this equipment 
is purchased for individual use only. Units used for Commercial purposes are warranted for 90 days. This 
warranty does not apply to any equipment which has been damaged or which has been subjected to change, misuse, 
negligence, abnormal wear and tear, alterations, tampering, or failure to follow operating instructions. This warranty 
does not cover any product or parts not manufactured by the manufacturer. 

Under this warranty, Direct Distributors, Inc. will repair or replace any part which Direct Distributors, Inc. determines 
has failed during the period of the warranty due to defects in material or workmanship. After written approval by 
Direct Distributors, Inc., the equipment or defective part must be returned to Direct Distributors, Inc. 

Direct Distributors, Inc. reserves the right to make improvements and changes in specifications without notice or 
obligation to modify previously sold units. The Owner's Manual describes the proper operating procedures for your 
post driver and furnishes operating and maintenance recommendations to help you obtain long and satisfactory service. 

PURCHASER'S EXCLUSIVE REMEDY FOR BREACH OF WARRANTY, OTHER DEFECT, OR CONDUCT 

GIVING RISE TO LIABILITY SHALL BE THE REPAIR OR REPLACEMENT OF THE PRODUCT SOLD, AND THE 

MANUFACTURER UNDER NO CIRCUMSTANCES SHALL BE LIABLE FOR ECONOMIC LOSS OR INCIDENTAL 

OR CONSEQUENTIAL DAMAGES. THE MANUFACTURER DISCLAIMS ALL IMPLIED WARRANTIES, INCLUDING 

THE WARRANTY OF MERCHANTABILITY AND FITNESS FOR PURPOSE. 

EMISSION CONTROL SYSTEM WARRANTY 

The PPD55 equipment engine (FSHSS. 334GG QC) complies with the emission regulations of the United States 
Environmental Protection Agency. This engine is not approved by the State of California, and will not be sold into the 
State of California. 
To the extent there is any conflict between this Emissions Control System Warranty and the equipment 
manufacturer's warranty, this Emissions Control System Warranty shall apply except where the equipment 
manufacturer's warranty may provide a longer warranty period. Please read your warranty obligations carefully. 
Some sections of the warranty may not apply to the specific equipment model you purchased. Unless specifically 
noted otherwise, the terms of the Emission Control System Warranty shall apply to all product engines covered within 
this manual. 

Warranty Coverage: 

Direct Distributors, Inc. warrants that the product engine is free from defects in materials and workmanship which 
cause such engine to fail to conform with the U.S. EPA emissions standards for small spark-ignited non road (off
road) engines - as applicable to your Direct Distributors, Inc. product. U.S. EPA certified small spark-ignited non road 
engines manufactured in model year 1997 or later and sold in all of the United States are covered by this Emission 
Control System Warranty for a period of two years from the date of delivery to the original purchaser. This Emission 
Control System Warranty is transferable to each subsequent purchaser for the duration of the warranty period. 
Emission Control System Warranty repairs or replacements will be made without charge for diagnosis, parts or labor. 
A list of warranted parts is provided below. Normal maintenance items, such as spark plugs, air filters and fuel filters 
that are included on the list of warranted parts are warranted only up to the first scheduled required replacement 
interval for such item, as set forth in the Owner's Manual. If any emission control system part is repaired or replaced 
under the Emission Control System Warranty, it shall be warranted for the remainder of the applicable warranty 
period. Direct Distributors, Inc. will also repair or replace other engine components damaged by a failure of any part 
covered by the Emission Control System Warranty during the Emission Control System Warranty Period. Only parts 
authorized and approved by Direct Distributors, Inc. may be used in the performance of any Emission Control System 
Warranty repairs or replacements and will be provided without charge to the owner. Unapproved, add-on, modified, 
counterfeit and/or "gray market" parts may not be used to modify or repair the Direct Distributors, Inc. engine. If 
such a part has been used in the repair or maintenance of your engine, and Direct Distributors, Inc. determines it is 
defective or causes a failure of a part covered under the Emission Control System Warranty, your claim for repair of 
your engine or product may be disallowed. Direct Distributors, Inc. shall not be held liable hereunder for failures of 
any warranted parts caused by the use of such an unapproved, add-on, modified, counterfeit and/or "gray market" 
part. 
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Owner's Warranty Responsibility: 
As the power equipment engine owner, you are responsible for the performance of the required maintenance listed in 
your Owner's manual. Direct Distributors, Inc. recommends that you retain all receipts covering maintenance on your 
power equipment engine, but Direct Distributors, Inc. can not deny warranty solely for the lack of receipts or for your 
failure to ensure the performance of all scheduled maintenance. As the power equipment engine owner, you should 
however be aware that Direct Distributors, Inc. may deny your warranty coverage if your power equipment engine 
or a part has failed due to abuse, neglect, improper maintenance or unapproved modifications. You are responsible 
for presenting your power equipment engine to Direct Distributors, Inc. as soon as the problem exists. The warranty 
repairs should be completed in a reasonable amount of time, not to exceed 30 days. 

How to Obtain Warranty Service: 
You must take your power equipment engine or the product on which it is installed, along with evidence of the date 
of the sale to the original purchaser, at your expense, to Direct Distributors, Inc., P.O. Box 799, Garner, NC 27529, 
Ph. (877) 564-8669. The product owner shall be responsible for any expenses or charges incurred for service calls or 
transportation of the product or equipment engine to and from Direct Distributors, Inc., including any and all damages 
or losses incurred during such transportation or shipment. 

Exclusions: 
Failures other than those resulting from defects in material or workmanship are not covered by this Emission Control 
System Warranty. This Emission Control System Warranty does not extend to emission control systems or parts which 
are affected or damaged by owner abuse, neglect, improper maintenance, misuse, mis-fueling, improper storage, 
accident and/or collision, the incorporation of, or any use of, any unapproved, add-on, modified, "gray market" or 
counterfeit parts, unsuitable attachments, or the unauthorized alteration of any part. This Emission Control System 
Warranty does not cover the regular replacement of normal maintenance items made in connection with required 
maintenance services after the item's first scheduled replacement, as set forth in the Operator's Manual (e.g. spark 
plugs, air filters, fuel filters, etc.). 

Limitation of Liability: 
Direct Distributors, Inc. disclaims any responsibility for loss of time or use of the engine, or the equipment in which 
the engine is installed, transportation, commercial loss, or any other incidental or consequential damage. Any implied 
warranties are limited to the duration of this written limited warranty. Some states do not allow limitations on how long 

an implied warranty lasts and/or do not allow the exclusion or limitation of incidental or consequential damages, so the 
above exclusions and limitations may not apply to you. 

This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 
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WARRANTY REGISTRATION FORM 

Post Drivers 

PLEASE RETURN COMPLETED FORM BY MAIL OR E-MAIL: 

DIRECT DISTRIBUTORS, INC. 
PO BOX799 

GARNER, NC 27529 

E-MAIL: warranty@agrisupply.com 

MODEL: _______ SERIAL#: ________ DELIVERY DATE: _____ _ 

PURCHASER'S NAME: ________________________ _ 

ADDRESS: ____________________________ _ 

CITY: ______________ STATE: _______ _ ZIP: _____ _ 

I have read all warranties and agree with these conditions. I agree to read and follow all safety 

instructions outlined in this manual before operating this post driver. 

Purchaser's signature: __________________________ _ 
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Notes 
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