
87474 - PTO Water Pump  

“Helpful Hints from Agri Supply” 
 

 
  
  This PTO Water Pump is an excellent choice for your various water moving needs!  In order 
to make your experience pleasurable we recommend following these “Helpful Hints” as 
noted below in conjunction with the operators manual after your pump has been assembled: 
 
1- Identify the inlet and the outlet of the pump 

 



2 - While all fittings need to be tight, realize that on the inlet side of the pump that all 
connections must be tight in order to form a seal.  Any air leakage here will prevent the 
pump from performing suction and doing its job! 
 
3- When assembling the barbed hose fittings, do in this order: 

A- Insert Barb into Spanner as shown: 

 
 
B- Install Sealed Washer here:  (It’s always good to keep a couple of spare washers on 

hand as they can get pinched or deteriorate. They are available by ordering #89164) 

 
 



 
4- Check the oil in the gearbox to insure that it is at the proper level before starting and be 
sure that pump is sitting level when checking this. Locate the Oil Fill/Breather Plug and the 
Oil Level Check Plug. (see instructions in the manual on checking gearbox oil level)  The 
picture below should also help you identify filling and checking locations. Gearbox is 
shipped WITHOUT oil, use 90 Weight Gear Oil and requires .79 to 1.06 quarts. 

 
 

 
 
5- When placing the suction hose in the water, it is good to attach a floatation device to the 
filter net/strainer with rope or chain so it will not rest on the bottom of the body of water while 
still being totally submerged.  This will help reduce mud or other trash from entering the pump. After 
the inlet hose has been placed in the water source as in pond with filter net (strainer) 
attached, the pump must be primed. In conjunction with your operators manual, use the tips 
below to assist you in priming the pump. 
 
 

https://www.agrisupply.com/90w-gear-oil/p/16323/


 
6- Remove Primer Plug 

 
 
7- Fill pump with water 



 
8- Replace the plug and take notice of the seal ring (o-ring) on it to be sure that it is straight 
and rolled up to the top of the plug. Screw in hand tight in order to make the seal without 
damaging the o-ring. These can sometimes deteriorate or get pinched over time and it's 
good to keep a couple of spares on hand as they also fit the drain plug at the bottom of the 
pump.  They are available by ordering #89154  



 
 
9- You should now be ready to pump water!  

A- Start the tractor engine 
B- Engage Power Take Off (PTO) 
C- Slowly increase the tractor engine speed while observing the water pump until water 
begins coming from your outlet line. 
D- Adjust engine speed to rated pump speed 

 
10- Recommended Inlet/Suction Hose is: #18431 - 4” PVC Suction Hose

 
11- Recommended Outlet/Discharge Hose is: #18411 - 4” Blue PVC Discharge Hose  

The picture below represents the discharge hose mentioned above: 



 
  If any questions that you may have cannot be answered from this information or from the 
operator’s manual, please feel free to call the Agri Supply location in which you purchased 
this from. 
 

Thank you for shopping with Agri Supply! 
 
 

 
  

 


