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Please read and understand all instructions before use. Retain this manual for future reference.
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CL III Adjustable  
A-Frame Tow Bar

SPECIFICATIONS
Construction Steel

Hitch Coupler Rated Capacity 5,000 lb. (2,267.9 kg)

Tow Bar Capacity Maxiumum 5,000 lb. (2,267.9 kg)

Maximum Arm Width 37.50 in. (95.25 cm)

Ball requirements 2 in. (5.08 cm) (Not Included)

Safety Chains (Not Included)

5/8 in. bolts (Not Included)

Class III

INTRODUCTION
This A-Frame, tow bar is designed to be used between two vehicles.  All you will need is a 2 in. ball, 5/8 
in. bolts and a safety chain (not included).  It is easily dismantled, using a quick release pin.  

SAFETY
WARNING! Read and understand all instructions before using this tool. The operator must follow 
basic precautions to reduce the risk of personal injury and/or damage to the equipment.

Keep this manual for safety warnings, precautions, operating or inspection and                    
maintenance instructions. 

HAZARD DEFINITIONS
Please familiarize yourself with the hazard notices found in this manual. A notice is an alert that there is 
a possibility of property damage, injury or death if certain instructions are not followed. 

WARNING! This notice indicates a specific hazard or unsafe practice that could result in severe 
personal injury or death if the proper precautions are not taken.

CAUTION!This notice indicates a potentially hazardous situation that may result in minor or  
moderate injury if proper practices are not taken.

NOTICE! This notice indicates that a specific hazard or unsafe practice will result in equipment or 
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property damage, but not personal injury.

SPECIFIC SAFETY PRECAUTIONS
WARNING! Safety chains must be used with this unit at all times. 

WARNING! Proper use of hitch pins and adjustment bolts must be adhered to in order to prevent 
personal injury.

NOTICE! To avoid the possibility of damage, check the bolts, pins, and chains from time to time, 
during long trips.

USE AND CARE OF TOOL
1. Use the correct tool for the job. This tool was designed for a specific function.  Do not modify 

or alter this tool or use it for an unintended purpose.
2. Do not pull items that weigh more than the maximum rated capacity.

PARTS IDENTIFICATION
WARNING! Do not operate the tool if any part is missing. Replace the missing part before 
operating. Failure to do so could result in a malfunction and personal injury.

Remove the parts and accessories from the packaging and inspect for damage. Make sure that all items 
in the parts list are included.

ASSEMBLY
When this manual refers to a part number, it refers to the included Parts Identification section.

1. Install the Clevis 2 Hole Assembly (#3) on the tow bar arm (#1) using bolts (#6) and lock 
nuts (#10).

2. Using bolt hex .375*16 UNC x 3.00 lg. (#9) and lock nut (#10), install the hitch coupler (#2) 
on both tow bar arms, at the first two holes. The holes on the two arms are offset.

CAUTION!  The offset holes must face the outer edge.  Be careful to not tighten the bolts too much.

3. Adjust and set the tow bar arms (#1) to the desired width.  Using the washers (#8) and lock 
nuts (#14), install the adjustment bolts (#9) through the hitch coupler slot and the holes on 
the tow bar arm.
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 INSTALLATION
1. Set the tow bar arms to the desired width, and tighten the nuts.
2. Install Clevis 3 hole assembly (#4), to the vehicle that will be towed.  This can be 

accomplished by bolting the assembly to the bumper or part of the main frame of the vehicle.  
3. On the vehicle that will do the towing, attach the coupler using a 2 in. ball connection. 
4. Attach safety chains.

WARNING! Due to potential traffic hazards, do not attatch the safety chain to the tow bar.  The 
chains should be hooked or bolted from the towed vehicle to the vehicle doing the towing.  Secure 
the chain tightly.  It may need to withstand significant force, if the tow bar malfunctions.

NOTICE! Insure that the bolts are large enough to withstand the force of towing the vehicle.

RELEASING THE TOW BAR
•	 The	tow	bar	can	be	removed	quickly,	by	releasing	the	hitch	clips	from	the	hitch	pins.
•	 Remove	the	hitch	pins	from	the	Clevis	assembly.
•	 Remove	the	tow	bar.

MAINTENANCE
1. Maintain the tool with care. A tool in good condition is efficient, easier to control and will 

have fewer problems.
2. Inspect the tool components periodically. Repair or replace damaged or worn components. 

DISPOSAL 
Recycle a tool damaged beyond repair at the appropriate facility. 
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PARTS LIST 
PART # DESCRIPTION QTY.

1. Arm (Tow Bar) 2

2. Hitch Coupler (Tow Bar) 1

3. 2 Hole Clevis Assembly 2

4. 3 Hole Clevis Assembly 2

5. Hitch Pin. 562 DIA 2

6. Bolt Hex .500-13 UNC x 3.50 2

7. Hitch Pin Clip 5/32 in. (CP-89H) 2

8. Washer PTD .406 10 x 812.00 2

9. Bolt Hex. .375-16 UNC x 3.00 LG 4

10 Nut Lock Uni Torq  .50-13 2

14. Nut Lock Uni Torq .375-16 UNC 4
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